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(3) The package contains only LSA or
SCO radioactive material, provided—

(i) That the LSA or SCO material has
an external radiation dose of less than
or equal to 10 mSv/h (1 rem/h), at a dis-
tance of 3 m from the unshielded mate-
rial; or

(ii) That the package contains only
LSA-I or SCO-I material.

§71.15 Exemption from classification
as fissile material.

Fissile material meeting the require-
ments of at least one of the paragraphs
(a) through (f) of this section are ex-
empt from classification as fissile ma-
terial and from the fissile material
package standards of §§71.55 and 71.59,
but are subject to all other require-
ments of this part, except as noted.

(a) Individual package containing 2
grams or less fissile material.

(b) Individual or bulk packaging con-
taining 15 grams or less of fissile mate-
rial provided the package has at least
200 grams of solid nonfissile material
for every gram of fissile material.
Lead, beryllium, graphite, and hydrog-
enous material enriched in deuterium
may be present in the package but
must not be included in determining
the required mass for solid nonfissile
material.

(©)(1) Low concentrations of solid
fissile material commingled with solid
nonfissile material, provided that:

(i) There is at least 2000 grams of
solid nonfissile material for every
gram of fissile material, and

(if) There is no more than 180 grams
of fissile material distributed within
360 kg of contiguous nonfissile mate-
rial.

(2) Lead, beryllium, graphite, and hy-
drogenous material enriched in deute-
rium may be present in the package
but must not be included in deter-
mining the required mass of solid
nonfissile material.

(d) Uranium enriched in uranium-235
to a maximum of 1 percent by weight,
and with total plutonium and uranium-
233 content of up to 1 percent of the
mass of uranium-235, provided that the
mass of any beryllium, graphite, and
hydrogenous material enriched in deu-
terium constitutes less than 5 percent
of the uranium mass.
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(e) Liquid solutions of uranyl nitrate
enriched in uranium-235 to a maximum
of 2 percent by mass, with a total plu-
tonium and uranium-233 content not
exceeding 0.002 percent of the mass of
uranium, and with a minimum nitro-
gen to uranium atomic ratio (N/U) of 2.
The material must be contained in at
least a DOT Type A package.

(f) Packages containing, individually,
a total plutonium mass of not more
than 1000 grams, of which not more
than 20 percent by mass may consist of
plutonium-239, plutonium-241, or any
combination of these radionuclides.

§71.16 [Reserved]
Subpart C—General Licenses

SOURCE: 69 FR 3786, Jan. 26, 2004, unless
otherwise noted.

§71.17 General license: NRC-approved
package.

(a) A general license is issued to any
licensee of the Commission to trans-
port, or to deliver to a carrier for
transport, licensed material in a pack-
age for which a license, certificate of
compliance (CoC), or other approval
has been issued by the NRC.

(b) This general license applies only
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part.

(c) This general license applies only
to a licensee who—

(1) Has a copy of the CoC, or other
approval of the package, and has the
drawings and other documents ref-
erenced in the approval relating to the
use and maintenance of the packaging
and to the actions to be taken before
shipment;

(2) Complies with the terms and con-
ditions of the license, certificate, or
other approval, as applicable, and the
applicable requirements of subparts A,
G, and H of this part; and

(3) Before the licensee’s first use of
the package, submits in writing to:
ATTN: Document Control Desk, Direc-
tor, Spent Fuel Project Office, Office of
Nuclear Material Safety and Safe-
guards, using an appropriate method
listed in §71.1(a), the licensee’s name
and license number and the package
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